IXXAT#

This document does not include complete instructions for the safe use of the described equipment. Make sure that you have read
and understood the original user documentation for the equipment before proceeding.

Firmware and Bootmanager Flash
with IXXAT CAN Interfaces

Updating the Firmware or Bootmanager

CAN@net Il and CANblue are not updated via the VCI Flashloader. Observe different update
® instructions for CAN@net Il and CANblue.

' Do not switch off the device before the firmware or bootmanager is flashed completely.
([ ]

Download the latest VCI driver version from www.ixxat.com.

Install the VCI driver (see Installation Guide VCI Driver).

Check www.ixxat.com or contact IXXAT support for the update file.

Connect the device to be updated to the computer.

Open VCl4floadGUl.exe in C:\Program Files\HMS\IXXAT VCI 4.0.

In field Destination in the combo box Device select the CAN interface in use.
Click button >> and select the firmware or bootmanager to be flashed.

Click button Flash and wait until the firmware is flashed completely.
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Restart the device.

%% Vicid Flashloader = | Bl |
Destination

Device [[HWEIEIEEE?] CAM@Enet MT - HMS Technology Center B avensbung GmbH ']

Source  |K:h....\CANatNetNT_UPDvdtovs hex

Get Yeid hardware information ..

[15:19:48] CANEnet NT ¢<HMS Technology Center Ravensburg GmbH >
Hardware W 03.01.01.00
Diriver W (04.00.38.0000
IInique Hw' 1D [HwWS0EEET)

zcan firmware informations (on the device]

Veid_bal v00.05.00.00 FLASH < CAN@net NT 03.00.00.00 >
Scanfile ..
Weid_bal V01.06.00.00 FLASH < CAN@net NT 03.00.00.00 >
Flash || werity
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